
Hinge system for wood / aluminium doors

Hahn  
Türband 4 AT

Quick

Strong

Secure
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Only 3 steps  
for easy installation!

The new installation process with the Hahn screw anchor  
only requires three steps: drill, screw in, and screw on

n Very fast process

n No need to remove the aluminium shell

n No shims required

n  Adjustable in six directions – without having to lift or remove  
the door leaf

n  A subsequent installation of additional hinges possible without  
much effort – even in precisely fitted frames

n  Select the colour which optimally matches the aluminium shell  
from the entire RAL range of colours

n Usable on all aluminium shells2



Hahn  
Türband 4 AT

For wood /  

aluminium doors

Areas of use 

Residential doors made of wood  
and combined wood / aluminium  
constructions

Easy to adjust

n  Horizontal adjustment  
stepless ± 2.5 mm  
– for quicker processing

n  Height adjustment  
stepless + 3 / – 2 mm – without  
lifting or removing the door

n  Adjustment of sealing pressure  
± 0.5 mm with door leaf installed

Other advantages:

n  Dimensionally stable and colour-fast  
PVC parts for long-lasting attractive look

n  Solid hinges with elegant design – appear 
light on the door

n  Continuous bearing pins made of stainless 
steel – for outstanding hinge stability

n  Bearing point maintenance-free,  
no lubrication required

n  Covers that snap in place – with  
integrated lock screw

n  Innovative fastening with Hahn  
screw anchor

n  Door adjustment by only one person

Getrennte Bestellung von Band und Befestigungsmittel

18.0 44.5 mm 62,5 mm M903 M953 M903 M953 1 R G 9 0000 0001 000 103 153

18.0 56.0 mm 74,0 mm M915 M965 M915 M965 1 R G 9 0000 0001 000 115 165

20.5 44.5 mm 65,0 mm M901 M951 M901 M951 1 R G 9 0000 0001 000 101 151

20.5 56.0 mm 76,5 mm M913 M963 M913 M963 1 R G 9 0000 0001 000 113 163

18.0 62.5 mm 80,5 mm M931 M981 1 R G 9 0000 0001 000 131 181

20.5 62.5 mm 83,0 mm M925 M975 1 R G 9 0000 0001 000 125 175

41.5 44.5 mm 86,0 mm M911 M961 1 R G 9 0000 0001 000 111 161

41.5 56.0 mm 97,5 mm M923 M973 1 R G 9 0000 0001 000 123 173

41.5 62.5 mm 104,0 mm M927 M977 1 R G 9 0000 0001 000 127 177

47.0 44.5 mm 91,5 mm M905 M955 1 R G 9 0000 0001 000 105 155

47.0 56.0 mm 103,0 mm M921 M971 1 R G 9 0000 0001 000 121 171

47.0 62.5 mm 109,5 mm M929 M979 1 R G 9 0000 0001 000 129 179

0 44.5 mm 44,5 mm M933 M983 1 R G 9 0000 0001 000 ??? ???

0 56 mm 56 mm M935 M985 1 R G 9 0000 0001 000 ??? ???

0 62.5 mm 62,5 mm M937 M987 1 R G 9 0000 0001 000 ??? ???

Profilkombination für 
nach innen öffnende 
Türen (Beispiel)

Profilkombination für 
nach außen öffnende 
Türen (Beispiel)

Stichmaß

20
22

Pivot 22 mm

Pivot 20 mm

T  V

48 mm 
30 mm*

K  L

37,5 mm 
19,5 mm*

W   Y

58 mm 
40 mm*

Hahn Anker-Schraube

Für Stahlprofile

Befestigungsplatten auf Anfrage

Für Aluminiumprofile
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M   N
44

 m
m

52
 m

m
44

 m
m

4
5

0000 0001

* Nutzlänge

12

25

3



Installation / adjustment instructions

Installing the hinge

Adjusting the sealing pressure Horizontal adjustment Height adjustment

5 mm

Optional:  
Pre-drilling  
with Hahn  
slip-type jig bush  
No. A650A0056.

Drill 11 mm  
diameter holes.

Secure hinges  
with screws in  
the internal threads 
of the screw anchor  
(20 – 25 Nm).

�Screw-in lifting and 
lowering spindle.

�Screw-in lifting and 
lowering spindle.

Screw-in screw 
anchor until  
flush with surface.

+ 3 / – 2 mm 

± 2.5 mm

Accessories

Special bit for screw anchors and fastening screws  
shaft E 6.3 / blade SW6  
No. A750A0027

Slip-type jib bush 
No. A650A0056 Ø 5 mm / Ø 11 mm

Step drill bit 
No. A650A0035 Ø 6 mm / Ø 11 mm

Drill bit 
No. K450A0001 Ø 5 mm

Drill bit available on request

Saw-resistant bearing pin  
No. M950A0000 PU = 24 pieces

± 0.5 mm

Pr
sp

. T
ür

ba
nd

 4
 A

T 
H

ol
z-

A
lu

 / G
B 

/ D
-P

RO
01

99
 / 1

0.
23

 S
ub

je
ct

 t
o 

te
ch

ni
ca

l c
ha

ng
es

.

Dr. Hahn GmbH & Co. KG
Trompeterallee 162 – 170 · D-41189 Mönchengladbach 
Postfach 40 01 09 · D-41181 Mönchengladbach
Phone + 49 (0) 2166 / 954-3 · E-Mail: sales@dr-hahn.com

Internet: www.dr-hahn.com


